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PROJECT SUMMARY:

PROJECT ADDESS:
RITZ CARLTON BACARA
9301 HOLLISTER AVE, SANTA BARBARA, CA 93117

PROJECT DESCRIPTION:

EXISTING BEACH HOUSE WHICH INCLUDEDS PUBLIC
RESTROOMS, OUTDOOR SHOWS AND SNACK BAR IS
TO BE DEMOLISHED AND REPLACED.

PROPOSED NEW FACILITIES TO BE LOCATED
FURTHER INLAND WHILE STAILL ACESSIBLE TO THE
BEACH PICNIC AREA.

PROJECT TEAM:

OWNER:

150 NORTH RIVERSIDE PLAZA,
SUITE 4200

CHICAGO, ILLINOIS 60606
847.482.8600

OWNER'S REP: JLL

200 E. RANDOLPH ST.
CHICAGO IL 60601

WATERMARK CAPITAL PARTNERS, LLC

CONCRETE, MASONRY, STRUCTURAL
STEEL, STUD, OR GRIDLINE, U.N.O.
CONCRETE WALKS SHALL RECEIVE
EXPANSION JOINTS AT 30'-0" O.C. MAX.
AND CONTROL JOINTS AT 5-0" O.C
BETWEEN EXPANSION JOINTS. UNLESS
OTHERWISE NOTED.

PROVIDE POSITIVE DRAINAGE AWAY
FROM BUILDING.

PROVIDE CLEAR AND LEVEL LANDING ON
BOTH SIDES OF ALL EXTERIOR DOORS.
SLOPE IN ANY DIRECTION SHALL NOT
EXCEED 2% WITHIN 5 FEET OF THE DOOR.
REFER TO CIVIL DRAWINGS FOR SITE
GRADING, PAVING, STRIPING, DRAINAGE,
ON-SITE UTILITIES, FIRE HYDRANTS, AND
HORIZONTAL CONTROL DIMENSIONS.

312.228.3750
APN: 079-200-006, 007, & 009 ARCHITECT: WATG
300 SPECTRUM CENTER DR,
ZONING: C-V, RESORT VISITOR SERVING SUITE 500
COMMERCIAL WITHIN THE COASTAL IRVINE. CA 92618
ZONE SPECIAL OVERLAY DISTRICT 949.574’.8500
ADJACENT ZONING: NORTH:TC CIVIL: STANTEC
SOUTH & WEST: NO ZONE 111 EAST VICTORIA STREET
EAST: REC SANTA BARBARA CA 93101-2018
805.963.9532
BUILDING HEIGHT: 35 FEET MAXIMUM
(RESTROOMS @ +/-14 FEET LANDSCAPE
SEE PLAN & ELEVATIONS) & ECOLOGIST: DUDEK
621 CHAPALA STREET
OCCUPANCY: SNACKBAR- B OCC. SANTA BARBARA, CA 93101
805.308.8524
BUILDING AREA: SNACKBAR- 282 SF
GENERAL NOTES
1. ALL DIMENSIONS ARE TO THE FACE OF 6. REFER TO ELECTRICAL DRAWINGS FOR

SITE LIGHTING AND POWER DISTRIBUTION
REQUIREMENTS.

REFER TO LANDSCAPE DRAWINGS FOR
PLANTING, IRRIGATION AND HARDSCAPE
INFORMATION.

REFERENCE ELEVATION 0'-0" OR 100'-0" =
ACTUAL  ELEVATION PER CIVIL
DRAWINGS.

ALL SUBGRADE PREPARATION TO BE IN
ACCORDANCE WITH THESE DRAWINGS
AND GEOTECHNICAL REPORT.
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KEYNOTES / LEGENDS

NEW RESTROOMS TO USE SIMILAR
ROOF AND RAFTER DETAILS OF EXISTING NEW RESTROOMS' LIGHT FIXTURES TO KEY KEYNOTE TEXT

BEACH HOUSE (TO BE DEMOLISHED). MATCH EXISTING BACARA BUILDINGS %’:LUE LAY BARREL TILE ROOF

(TO MATCH EXISTING HOTEL) W A T G
PLASTER TO VATC oW RESTROOUS NEW RESTROOMS ROOF N et

PLASTER TO MATCH DOOR COLOR TO TILE TO MATCH EXISTING
HOLLOW METAL D R

EXISTING BACARA MATCH EXISTING BACARA BUILDINGS 003 | HOLLOW 00

BUILDINGS BACARA BUILDINGS 7 T DETALED WOOD EAVE

005 OUTDOOR SHOWER strategy planning architecture landscape interiors

006 SURFACE MOUNTED LIGHT
(HRL16 TELLURIDE) irvine | CA | 949 574 8500 watg.com

007 DRINKING FOUNTAIN
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URO-80477 MAN

Robust 1 Round Asymmetrical Ceiling Downlight LIGHTING USA

Ceiling-recessed exterior asymmetric down-
i lights. Tough and sturdy under-canopy fixture
%1% copper content - Marine family with high-outputs and an impressive
Grade 6060 extruded & LM6 Aluminum High ~ array of optical asymmetric beam options.
Pressure die casting provides excellent
mechanical strength, clean detailed product A Robust exterior or interior downlight with a
lines and excellent heat dissipation. selection of light distributions. The Robust is

TYPE:

CAT. #: HRL16-

HRL16 TELLURIDE

The HRL16 rafter light utilizes our interchangeable LED module while

remaining compatible to MR16 halogen lamps. Specifically designed to
Pre paint unique as it is available with Type ILIII &IV light B install quickly and easily under eaves. This simple-to-install luminaire is ideal EXI STI N G C LAY TI L ES
8 step degrease and phosphate process that  distribution options that facilitates wider spacing N for downlighting and wall-washing, yielding dramatic results.
includes deoxidizing and etchingaswellasa  and even light distribution between the light _&=
zinc and nickel phosphate process before fixtures = Features include: Powered by
product painting. ) . CREE&
&; * Interchangeable LED Module in 3—12 Watts LEDe
29w COB - 2566 L Memory Retentive -Silicon Gasket This provides higher energy saving and reduced s \ . : . _
IP(::’S « Suitable F ”\:‘v‘e:i ti Provided with special injection molded “fit for  jnstallation costs. The Robust can be manufac- s Cree XLAMP® High Intensity (XP-L) LED Hsu b .d
HabiE ot T Sosatons purpose”long life high temperature memory ¢, -d ysing different type beam optics to achieve * 2700, 3000 or 4500K (CRI 80 typ.) yorid

IKO8 - Impact Resistant (Vandal Resistant) retentive silicon gaskets. Maintains the

Weight 8 lbs gaskets exact profile and seal over years of custom distribution, e.g using type II and type IV * Thermally Integrated® and Field Serviceable LED Module * " . : . s . . L ;o 3 B $. ot
use and compression. optics inside the same luminaire. (Contact factory TRIAC Dimmi o ! : - ; v !
. imming to <10% typ. [ A . ) 4 : .
—73 for more details) 9 o P _ : i _ ; —— : g . ; 2-32* ROCF UNDERLAYTIENT 2% 4 BLOCKING WITH VENTED

Thermal management * 12 VAC Electronic or Magnetic Source Compatible ) i . . - Al ) " O/ 6ELF SEALING WP (2)1172° DIA HOLE®
LM6 Aluminum is used for its excellent . L. . . . | i - 3 A A . L

T mechanical strength and thermal dissipation  1he driver is integral. A selection of round or + Solid Copper or Brass Construction ' ' : ‘ ; g ¥ § K = b ' MEMBRANE

. L I ) ! - » . 2 P

7 properties in low and high ambient square front frames make this luminaire an H ” : i BV || /-—5/& GYP. SI-IEATI-IM SHEATHI

temperatures. The superior thermal heat ttracti tion f t desi licati : 2 - : 4 L ; . ' PLmDa NG
o e L 0 s attractive option for most design applications. i : _ i 1ih . i

1 mh ts:'g;‘ivg’r' ég’&argl:iﬁer';;;’s“é‘;r;w'°” Choices of stainless steel or powder coat painted 2x3 RUL L : Ve : : 3 : [ SELF SEALING WP,
critical temperature range to ensure aluminum front frames are available. il e PR T MEMBRANE, MIN 22"
maximum luminous flux output, as well as 110 ) 1/8° EXT. PLASTER O/ METAL AT . PERM
lpm\/iﬁ'"91|°hgl LED Sedmce life and ensuring  For applications where the ceiling is not rigid BR-60-NAT i 38.1mm ¢ : 1V 3 : . !m O/ (2) LA YER& 7 : WiDE ALL -
:Oslsjrts an 10% lumen depreciation at 50,000 enough to support the weight of the fixture, a Pictured with Universal Mount ‘11?{1?:1 = : 5 ; i : i S : P it ’ P — ‘1CE . \MTER leLD)

' ceiling tray can be specified, please see options Bracket (sold separately) AN 12° & T g B W ‘ BUILDING PAPER S
Surge Suppression below. S " " i b -~
Standard 10kv surge suppressor provided 1%51;,/1?,1-, 1275mm ! .l T y ; A P : ; K 1 — -~ F CLAY ';!E’_g
with all fixtures. All Ligman fixtures can be manufactured using a ‘ L 3 4 = R > % —— 2
BUG Rating special pre-treatment and coating process that i ‘ ( ; . : = e . 5 -
B3-U0- GO ensures the fixture can be installed in natatoriums L§41/2 N - x ! ) ; i b 2 i S(‘ ) 13 — =
Einishi as well as environments with high concentrations mm - i s ; b ’ "IN . = = ——
inishing ; with high a . o S ; . 4 7.
Robust Product Family All Ligman products go through an extensive of chlorine or Sa_h'- and St”! maintain the 5 year 60° Angled Shroud 90° Straight Shroud No Shroud Side View i X = =, . _ \ == \
finishing process that includes fettling to warranty. For this natatorium rated process please o ; : . N e i srt e 7 \ F"“"’
improve paint adherence. specify NAT in options. Not suitable for saunas and = 2 4 o B B A
provep Sfean?;ooms P ORDERING GUIDE:(HRL16) H (HYBRID) RL (RAFTER LIGHT) 16 (MR16 LAMP OR LED) Ll - “ key plan
@ Paint (D INDICATES REQUIRED FIELD 1”73 INDICATES OPTIONAL FIELD 1 Ja A A . D [ A
UV Stabilized 4.9Mil thick powder coat paint T ' T T l T T ' = 2 A — O . -
and baked ot 200 Deg € ( H H = - —{ ] \ _ )| : INSUL ATION P \  SHEATHING EDGE
This process ensures that Ligman products ~ Crystal Clear Low Iron Glass Lens. L ! L ! L ! 20 GA, GALY. PAINTED M| Bt : . 0 ¥
can withstand harsh environments. Provided with tempered, impact resistant MATERIAL SHROUD BODY LIGHT SOURCE (LED or Halogen) ACCESSORIES MOUNT FINISH LEADER HE. AD : g _ . | Y s
Rated for use in natatoriums. C?’Sta'_c'ear low iron glass ensuring no green [BR] Brass  [60] 60° Angled [G] Grooved Leave blank for NO LAMP ) SELECT UP TO TWO [UB] Universal Bracket ~ [NAT] Natural & : z & : ‘ £ 5
glass tinge. [CU] Copper [90] 90° Straight [NG] No Grooves For Halogen option, refer to Lamp Guide [H] Hex Baffle :Requir:d if1r::t;l2e'r is. [BLP] Bronze I ’ ; i L S 2x4 m” FM HIG . f
sfoﬁ(‘;veadriiardware is Marine grade 316 Optics & LED [NS] No Shroud : ------ ‘._: ------ :—: ------ : [L] Linear Spread ;;?;Ire(l tinlight diroerclt?orr‘:;t Living Patina ' ! : AT 24’. OIC TYPM ‘
Stainless steel. g Precise optic design provides exceptional [ ' [ ' [ ' [P] Prismatic Lens [EB:'P'I;(:E BLP . . ‘
light control and precise distribution of light. [MP] Micro Prismatic xra 4a 2)(3 m— — wm
| LED CRI> 80 LED WATTAGE OPTIC LED COLOR IF] Frost (Difusion) [NI] Nickel PVD \ ;

Anti Seize Screw Holes 31 3.5W NJ 10° N 27D] 2700K rost (Diffusion ———
Tapped holes are infused with a special anti . . :5: 5.5W :M?I 25 Mz::i)::n [30D] 30ggK [O] Opal Lens ¥ 2' WIDE GALV 6CFFI_'!; /
seize compound designed to prevent seizure  Lumen - Maintenance Life - [300] [R1, 2, 3 or 4] Red & ! YENT CONTINCUS ; ——
of threaded connections, due to electrolysis ~ L80/B10 at 50,000 hours (This means that at [717.5W [W] 40° Wide [45D] 4500K 'S i 3 . ; ¢ = i
from heat, corrosive atmospheres and least 90% of the LED still achieve 80% of their 2] 12w [WF] 60° Wide Flood [G1, 2, 3, or 4] Green 4 ‘\.,_m m‘r FER DOCR / o |3 &'

\_1 x & CEDAR TtG V-CZROOVED
RUSTIC BOARDS OVER
5/8' GYPSUMBOARD SHEATHING

IP67 sealed module with encapsulated electronics, Copper 2
URO-80477 | || || ” | | | PCB and interchangeable silicone optics. *Required when using : . s '
Fiistiton L accessories with MR16 lamp L4 4

moisture. original flux) [A] All Optios Kit [D]=Dimmable  [BA, 2, 3, or 4] Blue : } ;
ORDERING EXAMPLE || URO - 80477 - 29w - AS - W30 - 02 - 120/277v - Options Highly Configurable Machined Brass LED Module [¥1, 2, 3 or 4] Yellow ERONT VIEW SIDE :Iﬂ!f _ _
[ARW] Accessory Retainer* / .

- a
procitn! : E /8" GYP. BRD
LAMP BEAM LED COLOR | FINISH COLOR VOLTAGE . 4 . . .
e 9 I IDriver e e i 4
T T e A : / : S TRIM SEE IDD 12" DIA GALV/APAINTED BOLTS
et 59 Requires 12V remote - - 1 SEE IDD. TO 2Xx4 BLOCKING ABBOVE
A ORCU WALL
07- CUSTOM RAL e

Threaded Compression power Supply i V 3
& CORBEL BRACES BUILT-UP FROM
1 | 2%6 CEDAR MEMBERS AND

| | [ [ <% S g . | ' BANDSALED 4 X 5 12° IBLOCK
a&*= - ' | | ' EXTERIOR PLASTER FINISH
WALL

AT - Rough in Tray £MR - Remote Mount Emergency Inverter > CARLSBAD, CA | PHONE 877 942 1179 | FAX 760 931 2916 | E-MAIL SALES@AURORALIGHT.COM | AURORALIGHT.COM c@us
DIM - 0-10v Dimming F - Frosted Lens. ‘_‘*’ In a continuing product improvement program, Auroralight reserves the right to modify product specifications without notification. © 2018 Auroralight, Inc. 9-12-REV~7.5 LISTED . i E £ . . o . . i

theright prior notice, factory forlatest Box NAT - Natatorium Rated )

no. date issue

1 O LIGHTING CUT SHEET - ALTERNATE LIGHTING CUT SHEET - PREFERED EXISTING DOWNSPOUT LEADER 6 EXISTING DOOR HEAD DETAIL 5 EXISTING BRACKET DETAIL issues | revisions
3/8" = 1'-0" 1/2" = 1'-0"
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PLOT DATE:4/1/2020 8:50:55 AM

PLOT BY:Silvia, Pete

36—EXB SAVE DATE: 4/1/2020 8:41:22 AM

NOTE: EXISTING UTILITY LOCATIONS ARE APPROXIMATE.
EXISTING UTILITIES TO BE VERIFIED PRIOR TO DEMOLITION.

ABBREVIATIONS
AC ASPHALT CONCRETE
CcB CATCH BASIN
CD CURB DRAIN
CL CENTERLINE
CMP CORRUGATED METAL PIPE
co CLEAN OUT
COMM COMMUNICATIONS
CONC CONCRETE
CYP CYPRESS TREE
DI DRAIN INLET
DS DOWN SPOUT
EP EDGE OF PAVEMENT
ELEC ELECTRICITY
FC FACE OF CURB
FF FINISHED FLOOR

111 East Victoria Street,

Stantec

Santa Barbara, CA 93101

Phone: (805) 963—9532

ATTENTION: IF THIS DOCUMENT IS PROVIDED AS A COURTESY IN AN ELECTRONIC FORMAT, THE DELIVERY OF THE ELECTRONIC FILE DOES NOT CONSTITUTE THE DELIVERY OF THE PROFESSIONAL WORK PRODUCT. ONLY A HARD COPY DOCUMENT THAT IS SIGNED AND SEALED BY AN AUTHORIZED PROFESSIONAL EMPLOYEE OF STANTEC CONSTITUTES THE PROFESSIONAL WORK PRODUCT. IN THE EVENT THE ELECTRONIC FILE IS ALTERED, THE HARD COPY MUST BE REFERRED TO FOR THE ORIGINAL AND CORRECT INFORMATION. STANTEC SHALL NOT BE RESPONSIBLE FOR ANY MODIFICATIONS MADE TO THE ELECTRONIC FILE, OR ANY PRODUCTS DERIVED FROM THE ELECTRONIC FILE WHICH ARE NOT REVIEWED, SIGNED AND SEALED BY AN AUTHORIZED PROFESSIONAL EMPLOYEE OF STANTEC. COPYRIGHT 2016, STANTEC CONSULTING SERVICES INC

FL FLOW LINE
FoC FIBER OPTIC CABLE
FS FINISHED SURFACE

HDPE HIGH DENSITY
POLYETHYLENE (PIPE)

PB PULLBOX

PVC POLYVINYL CHLORIDE (PIPE)
RCP REINFORCED CONCRETE
PIPE

SS SANITARY SEWER

SD STORM DRAIN

TC TOP OF CURB

TG TOP OF GRATE

T™W TOP OF WALL

FOR REDUCED PLANS
ORIGINAL SCALE IN INCHES

1 2
1 I 1 I 1

COMM
ELEC
GAS
WPB

(]

0

\\\

== NN ixE—

DR »
x.h‘\ AR

SYMBOLS

sk pIv
BACK FLOW PREVENTER %
BOLLARD .
DRAIN INLET © risER
FIRE DEPARTMENT CONNECTION %o
FIRE HYDRANT ~

SIGN

HOSE BIB — oo
MAILBOX @
GAS METER <
WATER METER By
TELEPHONE MANHOLE ® oy
FIBER OPTIC CABLE MANHOLE ®,
STORM DRAIN MANHOLE ®
SEWER MANHOLE ACP 1
MANHOLE (UNSPECIFIED) SMP 1

529.43 1€
CABLE TV PULLBOX ooz b
COMMUNICATION PULLBOX 2529.4

— ELECTRIC PULLBOX X 382.2

GAS PULLBOX B
WATER PULLBOX

/i
\ > X
PAVEMENT ,
.. 2019

TACKED
RD BLOCKS

i o
AY AT ARy AL NN

POST INDICATOR VALVE
POLE — LIGHT

POLE — UTILITY

UTILITY RISER — TYPE SPECIFIED

SEWER CLEAN OUT 2527

SIGN

SIGN W/ DOUBLE POST .
TREE x x
UTILITY MARK a2 e
IRRIGATION CONTROL VALVE - C%IAVM -
VALVE (UNSPECIFIED) e
WATER VALVE — FW——— — —
CONTROL POINT — - T RR - —
MONITORING POINT - g -
LEADERED SPOT ELEVATION —RW— — — — —
SPOT ELEVATION — ——SD — — —
SPOT ELEVATION (FROM AERIAL SURVEY) — - —O\gw— i

CONCRETE SURFACE

BOUNDARY LINE
EASEMENT LINE
RIGHT OF WAY LINE
FLOWLINE

GROUND BREAKLINE
CONTOUR LINE
CURB

CENTERLINE

EDGE OF PAVEMENT
FENCE

GUARD RAIL

WALL

CABLE TV
COMMUNICATIONS
ELECTRIC

FIRE WATER
IRRIGATION
NATURAL GAS
SEWER FORCE MAIN
RECLAIMED WATER
STORM DRAIN
WATER

OVERHEAD WIRE

DEDICATION AND EASEMENT NOTES

PREPARED IN CONJUNCTION WITH A PRELIMINARY REPORT OF TITLE ISSUED BY FIDELITY NATIONAL TITLE
COMPANY AS REPORT NO. 008-23045039—-C-TC1 DATED JUNE 20, 2014. SAID REPORT IS PRESUMED TO
COMPLETE AND ACCURATE. STANTEC CANNOT_ WARRANT THE ACCURACY OR COMPLETENESS OF SAID
REPORT. ITEM NUMBERS IN SYMBOL, e.g. CORRESPOND TO EXCEPTION ITEMS IN SAID REPORT:

AN EASEMENT FOR PUBLIC UTILITIES AND INCIDENTAL PURPOSES, RECORDED FEBRUARY 10, 1932 AS
INSTRUMENT NO. 965, BOOK 216, PAGE 576 OF OFFICAL RECORDS. IN FAVOR OF: SOUTHERN COUNTIES
GAS COMPANY OF CALIFORNIA AFFECTS: AS DESCRIBED THEREIN.

PREPARED IN CONJUNCTION WITH A PRELIMINARY REPORT OF TITLE ISSUED BY FIDELITY NATIONAL TITLE
COMPANY AS REPORT NO. FSBA—425180059—SA DATED APRIL 16, 2018. SAID REPORT IS PRESUMED TO
COMPLETE AND ACCURATE. STANTEC CANNOT_WARRANT THE ACCURACY OR COMPLETENESS OF SAID
REPORT. ITEM NUMBERS IN SYMBOL, e.g. , CORRESPOND TO EXCEPTION ITEMS IN SAID REPORT:

AN UNRECORDED AGREEMENT AFFECTING PORTIONS OF SAID LAND DATED MARCH 2, 1931 BY AND
BETWEEN LOUIS G. DREYFUS AND SIGNAL OIL AND GAS COMPANY, A CORPORATION AS DISCLOSED BY THE
AMENDMENT OF OIL AND GAS LEASE RECORDED DECEMBER 21, 1953 AS INSTRUMENT NO. 20467 IN
BOOK 1203, PAGE 85 OF OFFICIAL RECORDS.

@ AN IRREVOCABLE OFFER OF DEDICATION FOR COASTAL ACCESS AND INCIDENTAL PURPOSES, RECORDED
MAY 07, 1997 AS INSTRUMENT NO. 97—25648 OF OFFICIAL RECORDS. TO: COUNTY OF SANTA BARBARA

@ AN IRREVOCABLE OFFER OF DEDICATION FOR EQUESTRIAN AND HIKING AND INCIDENTAL PURPOSES,
RECORDED MAY 07, 1997 AS INSTRUMENT NO. 97-25649 OF OFFICIAL RECORDS. TO: COUNTY OF SANTA
BARBARA. SEE SHEET 4 FOR CONTINUATION OF OFFER OF DEDICATION.

THE TERMS AND PROVISIONS CONTAINED IN THE DOCUMENT ENTITLED "APPLICANT'S AGREEMENT FOR
DRAINAGE IMPROVEMENTS” RECORDED MAY 07, 1997 AS INSTRUMENT NO. 97-25652 OF OFFICIAL
RECORDS.

THE TERMS, PROVISIONS AND EASEMENT(S) CONTAINED IN THE DOCUMENT ENTITLED "AGREEMENT TO
PRESERVE ARCHAEOLOGICAL RESOURCES AND GRANT OF EASEMENT” RECORDED MAY 07, 1997 AS
INSTRUMENT NO. 97—-25653 OF OFFICIAL RECORDS.

@ AN EASEMENT FOR CONSERVATION AND INCIDENTAL PURPOSES, RECORDED MAY 07, 1997 AS INSTRUMENT
NO. 97-25654 OF OFFICIAL RECORDS.

IN FAVOR OF: COUNTY OF SANTA BARBARA

AFFECTS: AS DESCRIBED THEREIN

THE TERMS AND PROVISIONS CONTAINED IN THE DOCUMENT ENTITLED "OFFER TO ALLOW COUNTY TO
MANAGE AND MAINTAIN PUBLIC BEACH AREA” RECORDED NOVEMBER 24, 1997 AS INSTRUMENT NO.
97-71160 OF OFFICIAL RECORDS.

THE TERMS, PROVISIONS AND EASEMENT(S) CONTAINED IN THE DOCUMENT ENTITLED "SECOND AMENDED

IRREVOCABLE OFFER TO DEDICATE 8 WIDE PUBLIC ACCESS EASEMENT AND DECLARATION OF
RESTRICTIONS” RECORDED JUNE 10, 2008 AS INSTRUMENT NO. 2008—0034569 OF OFFICIAL RECORDS.

SURVEYOR’S NOTES

1. MAPPING

TOPOGRAPHIC MAPPING WAS COMPILED AT A SCALE OF 1"=20", WITH A ONE FOOT CONTOUR INTERVAL,
USING STANDARD PHOTOGRAMMETRIC METHODS AND PROCEDURES BY STANTEC CONSULTING FROM AERIAL
PHOTOGRAPHY NOVEMBER 30, 2016.

2. BASIS OF BEARINGS AND COORDINATES

BEARINGS SHOWN ON THIS MAP ARE REFERENCED TO THE CALIFORNIA COORDINATE SYSTEM, NAD 83, ZONE
5 GRID, EPOCH 2011.00, DEFINED LOCALLY BY CONTINUOUSLY OPERATING REFERENCE STATIONS OPERATED
BY THE CALIFORNIA SPATIAL REFERENCE CENTER (CSRC). THIS SURVEY TIED TO STATIONS COPR, UCSB,
AND P519.

ALL DISTANCES AND COORDINATES ARE REFERENCED TO SAID CALIFORNIA COORDINATE SYSTEM AND ARE
EXPRESSED IN US SURVEY FOOT UNITS.

3. ELEVATIONS

ELEVATIONS SHOWN HEREON ARE EXPRESSED IN U.S. SURVEY FEET AND ARE REFERENCED TO THE NORTH
AMERICAN VERTICAL DATUM OF 1988 (NAVD88), DEFINED LOCALLY BY THE CSRC. THIS SURVEY TIED TO
BENCHMARK COPR, A WYATT—AGNEW DRILLED BRACED MONUMENT. ELEVATION = 45.35 FEET.

SHEET INDEX

EXISTING CONDITIONS

PRELIMINARY DEMOLITION PLAN
PRELIMINARY GRADING PLAN

PRELIMINARY GRADING PLAN SECTIONS
PRELIMINARY UTILITY PLAN

PRELIMINARY UTILITY PLAN — DETAIL
PRELIMINARY RESTORATION GRADING PLAN
PRELIMINARY EROSION CONTROL PLAN

SCALE: 1"=30’

o

60 90

EXISTING CONDITIONS
BEACH HOUSE RELOCATION

RITZ—CARLTON BACARA RESORT & SPA

CITY OF GOLETA, CALIFORNIA

4/01/2020

SHEET C1 OF 8

8

V:\2064\active\2064160400\engineering\drawing\prelim_eng\2064160400—EX—update.dwg

o



PLOT DATE:4/1/2020 9:03:18 AM

PLOT BY:Silvia, Pete

36—EXB SAVE DATE: 4/1/2020 8:41:22 AM

GENERAL NOTES

1.

DEMOLISH EXISTING BEACH HOUSE BUILDING IN ITS
ENTIRETY, INCLUDING ALL FOOTINGS AND UTILITIES.

DEMOLISH ALL UTILITIES, INCLUDING THOSE SHOWN,
EXCEPT FOR IRRIGATION LINES.

ALL DEMOLITION TO BE DISPOSED OFFSITE PER DEMOLITION
PERMIT.

PUBLIC RESTROOMS, SHOWERS, AND SNACK BAR SHALL BE
AVAILABLE DURING RELOCATED BEACH HOUSE
CONSTRUCTION PER ORIGINAL PERMIT CONDITIONS.

5. THERE EXISTS A POTENTIAL TO ENCOUNTER CONTAMINATED

SOILS ON SITE DURING EXCAVATION AND DEMOLITION.
PLEASE REFER TO SBCPHD—APPROVED SOIL MANAGEMENT
PLAN FOR CONTAINMENT CONTINGENCIES, SOIL
REMEDIATION, AND WORKER SAFETY.

DEMOLITION NOTES

1

2

10

REMOVE EXISTING UTILITY. DISPOSE OFFSITE.
CUT AND CAP EXISTING UTILITY.

REMOVE UTILITY VAULT INCLUDING FOUNDATION. DISPOSE
OFFSITE.

REMOVE EXISTING FENCE. DISPOSE OFFSITE. SEE PRELIMINARY
RESTORATION PLAN

RELOCATE EXISTING HYDRANT / FIRE DEPARTMENT CONNECTION
SEE PRELIMINARY UTILITY PLAN

REMOVE EXISTING CONCRETE YARD BLOCKS, FOUNDATION, AND
SHOWER FACILITY AND DISPOSE OFFSITE.

PROTECT EXISTING UTILITY IN PLACE.
PROTECT EXISTING TREE IN PLACE.
ABANDON EXISTING UTILITY IN PLACE.

REMOVE EXISTING EROSION CONTROL DEVICES (SANDBAGS,
PLASTIC, JUTE MAT, ETC.) AND DISPOSE OFFSITE.

EXISTING UTILITIES LEGEND

NOTE: EXISTING UTILITY LOCATIONS ARE APPROXIMATE.
EXISTING UTILITIES TO BE VERIFIED PRIOR TO DEMOLITION.

SCALE: 1"=20’

0 20 40 60

PRELIMINARY DEMOLITION PLAN

-_ = W = = — WATER MAIN
FWW— — — — —— FIRE WATER LINE
RW— — — — —— RECLAIMED WATER LINE (IRRIGATION)
M= = = = — SEWER FORCE MAIN
E ELECTRIC LINES
— — — COMM — — — COMMUNICATION LINES

BEACH HOUSE RELOCATION

RITZ—CARLTON BACARA

S S S 4/01/2020

111 East Victoria Street, Santa Barbara, CA 93101
Phone: (805) 963—-9532

ATTENTION: IF THIS DOCUMENT IS PROVIDED AS A COURTESY IN AN ELECTRONIC FORMAT, THE DELIVERY OF THE ELECTRONIC FILE DOES NOT CONSTITUTE THE DELIVERY OF THE PROFESSIONAL WORK PRODUCT. ONLY A HARD COPY DOCUMENT THAT IS SIGNED AND SEALED BY AN AUTHORIZED PROFESSIONAL EMPLOYEE OF STANTEC CONSTITUTES THE PROFESSIONAL WORK PRODUCT. IN THE EVENT THE ELECTRONIC FILE IS ALTERED, THE HARD COPY MUST BE REFERRED TO FOR THE ORIGINAL AND CORRECT INFORMATION. STANTEC SHALL NOT BE RESPONSIBLE FOR ANY MODIFICATIONS MADE TO THE ELECTRONIC FILE, OR ANY PRODUCTS DERIVED FROM THE ELECTRONIC FILE WHICH ARE NOT REVIEWED, SIGNED AND SEALED BY AN AUTHORIZED PROFESSIONAL EMPLOYEE OF STANTEC. COPYRIGHT 2016, STANTEC CONSULTING SERVICES INC

RESORT & SPA

FOR REDUCED PLANS
ORIGINAL SCALE IN INCHES
@ Stantec . . . . CITY OF GOLETA, CALIFORNIA

SHEET C2 OF 8
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PLOT DATE:3/31/2020 4:37:30 PM

PLOT BY:Silvia, Pete

36—EXB SAVE DATE: 3/31/2020 4:25:43 PM
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e —— e —
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STEP LOCATION PROPERTY LINE
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3
(©) CONSTRUCTION NOTE FLOWLINE / SWALE
92.43 _~ PROPOSED GRADE 495 EXISTING CONTOUR
s 500——— PROPOSED CONTOUR RITZ—CARLTON BACARA RESORT & SPA
(88.42) ~ EXISTING/MATCH GRADE SD PROPOSED STORM DRAIN PIPE
9% — — — — — GRADE BREAK
tantec P PROPOSED GRADIENT  —A——~— SuwcuT LNE CITY OF GOLETA, CALIFORNIA
u PROPOSED DRY UTILITY TRENCH 4/01/2020
111 East Victoria Street, Santa Barbara, CA 93101 X X FENCE / /
Phone: (805) 963—9532 SHEET C3 OF 8

ATTENTION: IF THIS DOCUMENT IS PROVIDED AS A COURTESY IN AN ELECTRONIC FORMAT, THE DELIVERY OF THE ELECTRONIC FILE DOES NOT CONSTITUTE THE DELIVERY OF THE PROFESSIONAL WORK PRODUCT. ONLY A HARD COPY DOCUMENT THAT IS SIGNED AND SEALED BY AN AUTHORIZED PROFESSIONAL EMPLOYEE OF STANTEC CONSTITUTES THE PROFESSIONAL WORK PRODUCT. IN THE EVENT THE ELECTRONIC FILE IS ALTERED, THE HARD COPY MUST BE REFERRED TO FOR THE ORIGINAL AND CORRECT INFORMATION. STANTEC SHALL NOT BE RESPONSIBLE FOR ANY MODIFICATIONS MADE TO THE ELECTRONIC FILE, OR ANY PRODUCTS DERIVED FROM THE ELECTRONIC FILE WHICH ARE NOT REVIEWED, SIGNED AND SEALED BY AN AUTHORIZED PROFESSIONAL EMPLOYEE OF STANTEC. COPYRIGHT 2016, STANTEC CONSULTING SERVICES INC
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PLOT DATE:3/31/2020 4:50:34 PM

PLOT BY:Silvia, Pete

ESTIMATED EARTHWORK — RAW QUANTITIES

ACCESS RAMP CUT = 10 C.Y. FILL = & C.Y.
PROPOSED BEACH HOUSE CUT = 110 C.Y.  FILL = 10 C.Y.
RESTORATION GRADING CUT = 10 C.Y. FILL = 460 C.Y.
TOTAL CUT = 130 C.Y. FILL = 475 C.Y.

THE ABOVE QUANTITIES ARE APPROXIMATE IN PLACE VOLUMES CALCULATED FROM THE EXISTING GROUND TO THE PROPOSED FINISH GRADE OR
SUBGRADE. EXISTING GROUND IS DEFINED BY THE TOPOGRAPHIC CONTOURS AND/OR SPOT ELEVATIONS ON THE PLAN. PROPOSED FINISH GRADE IS

DEFINED AS THE DESIGN SURFACE ELEVATION OF EARTH TO BE CONSTRUCTED. PROPOSED SUBGRADE ELEVATION IS DEFINED AS THE DESIGN

SURFACE ELEVATION OF EARTH TO BE CONSTRUCTED BENEATH PAVEMENTS OR STRUCTURES.

THE ABOVE QUANTITIES ARE FOR PERMIT PURPOSES ONLY AND HAVE NOT BEEN FACTORED TO INCLUDE ALLOWANCES FOR BULKING, CLEARING AND
GRUBBING, SUBSIDENCE, SHRINKAGE, OVER EXCAVATION AND RECOMPACTION, UNDERGROUND UTILITY AND SUBSTRUCTURE SPOILS AND

CONSTRUCTION METHODS.

PROPOSED RETAINING WALL (2")

PROPOSED PROPOSED PROPOSED
CONCRETE RESTROOM G ETE PROPOSED
PROPOSED PROPOSED WALKWAY (BI-PFILDZIEI%) SWALE
PROPOSED PROPOSED PROPOSED =40 PROPOSED SWALE
(MATCH) 00 DOOR \ RESTROOM CONCRETE \ CONCRETE oS PAVEMENT CONCRETE
SHOWERS BUILDING WALKWAY SWALE . SECTION LANDING
50 (FF=25.0) M %0 AND STEP
28 CEXISTING / i _ i 28 28
GROUND I Ry L L it R \ \ =
26 =Y — = — A 26 26 = — — 26
il P ———— 2 B S 24 24 + 24
22 = 22 22 22
PROPOSED 0+00 0+10 0+20 0+30 0+40 0+50 0+60 0+70 0+80 0+90 1+00 1+06 0+00 0+10 0+30 0+40 0+50 0+60 0+67
INFILTRATION BASIN MATCH

BOTTOM (ELEV=22.0")

/“A \ SECTION A
\T/l SCALE: 1"=10’

EDGE OF PAVEMENT

/B \ SECTION B

k—/ SCALE: 1"=10’

36—EXB SAVE DATE: 3/31/2020 4:25:43 PM

PRELIMINARY GRADING PLAN SECTIONS
BEACH HOUSE RELOCATION

RITZ—CARLTON BACARA RESORT & SPA

CITY OF GOLETA, CALIFORNIA
4/01/2020

@ Stantec

111 East Victoria Street, Santa Barbara, CA 93101

Phone: (805) 963—9532 SHEET C4 OF 8

ATTENTION: IF THIS DOCUMENT IS PROVIDED AS A COURTESY IN AN ELECTRONIC FORMAT, THE DELIVERY OF THE ELECTRONIC FILE DOES NOT CONSTITUTE THE DELIVERY OF THE PROFESSIONAL WORK PRODUCT. ONLY A HARD COPY DOCUMENT THAT IS SIGNED AND SEALED BY AN AUTHORIZED PROFESSIONAL EMPLOYEE OF STANTEC CONSTITUTES THE PROFESSIONAL WORK PRODUCT. IN THE EVENT THE ELECTRONIC FILE IS ALTERED, THE HARD COPY MUST BE REFERRED TO FOR THE ORIGINAL AND CORRECT INFORMATION. STANTEC SHALL NOT BE RESPONSIBLE FOR ANY MODIFICATIONS MADE TO THE ELECTRONIC FILE, OR ANY PRODUCTS DERIVED FROM THE ELECTRONIC FILE WHICH ARE NOT REVIEWED, SIGNED AND SEALED BY AN AUTHORIZED PROFESSIONAL EMPLOYEE OF STANTEC. COPYRIGHT 2016, STANTEC CONSULTING SERVICES INC
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GENERAL NOTES

1. ALL EXISTING UTILITIES SERVING EXISTING BEACH HOUSE TO BE
ADAPTED / EXTENDED TO NEW BEACH HOUSE.

2. UTILITY CONNECTION 5 FROM PROPOSED BEACH HOUSE (TYPICAL).

3. PUBLIC SHOWERS AND RESTROOMS TO BE PROVIDED THROUGHOUT
CONSTRUCTION.

4. FIRE, POTABLE, AND RECLAIMED IRRIGATION WATER TO BE
PROVIDED BY GWD.

LEGEND
RETAINING WALL
PROPOSED STORM DRAIN
—SD— — — — — EXISTING STORM DRAIN
S PROPOSED SEWER MAIN
—FM— — — — — EXISTING SEWER FORCE MAIN
W PROPOSED WATER MAIN
— — — W — — — EXISTING WATER MAIN
FW PROPOSED FIRE WATER LINE
_RW— — — — — EXISTING RECLAIMED WATER
—— COMM——— PROPOSED COMMUNICATIONS LINE
~ — — COMM — — - EXISTING COMMUNICATIONS LINE
E PROPOSED ELECTRICAL LINE
g 3 | Y | | — — —_FE — EXISTING ELECTRICAL LINE
y Q . 3 by . .\ S S : \ \\ 3 \ AW ! T @ o g 3 ; ; -‘ . Y d . \‘\ ‘ | \ _
_-Y\,ACCEjS_S R%ﬁf“f-. Sy 5 BN WY i \ \ B T L e T - B AN e RTINS u PROPOSED JOINT UTILITY TRENCH
e anga U FH RELOCATED FIRE HYDRANT
FD},\ RELOCATED FIRE DEPARTMENT CONNECTION
— PROPOSED GWD FIRE LINE WITH DCDA
(ABOVEGROUND)
e IAB’AI%QN}E#S
_\COMMUNICATION LINES
S N PLABE " g R A
) el B Jﬁ;ﬁfi’ '
« SEE PREL
—1 1T\Z < M L 5
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I:!.-
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=
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RITZ—CARLTON BACARA RESORT & SPA

CITY OF GOLETA, CALIFORNIA

111 East Victoria Street, Santa Barbara, CA 93101 4 / 01 / 2020
Phone: (805) 963—-9532 SHEET C5 OF 8

ATIENTION: IF THIS DOCUMENT IS PROVIDED AS A COURTESY IN AN ELECTRONIC FORMAT, THE DELIVERY OF THE ELECTRONIC FILE DOES NOT CONSTITUTE THE DELIVERY OF THE PROFESSIONAL WORK PRODUCT. ONLY A HARD COPY DOCUMENT THAT IS SIGNED AND SEALED BY AN AUTHORIZED PROFESSIONAL EMPLOYEE OF STANTEC CONSTITUTES THE PROFESSIONAL WORK PRODUCT. IN THE EVENT THE ELECTRONIC FILE IS ALTERED, THE HARD COPY MUST BE REFERRED TO FOR THE ORIGINAL AND CORRECT INFORMATION. STANTEC SHALL NOT BE RESPONSIBLE FOR ANY MODIFICATIONS MADE TO THE ELECTRONIC FILE, OR ANY PRODUCTS DERIVED FROM THE ELECTRONIC FILE WHICH ARE NOT REVIEWED, SIGNED AND SEALED BY AN AUTHORIZED PROFESSIONAL EMPLOYEE OF STANTEC. COPYRIGHT 2016, STANTEC CONSULTING SERMICES INC
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UITILITY NOTES

1. ALL EXISTING UTILITIES SERVING EXISTING BEACH HOUSE TO
BE ADAPTED / EXTENDED TO NEW BEACH HOUSE.

2. UTILITY CONNECTION 5 FROM PROPOSED BEACH HOUSE
(TYPICAL).

3. PUBLIC SHOWERS AND RESTROOMS TO BE PROVIDED
: — TR Ay THROUGHOUT CONSTRUCTION.
} / / 1{\ x -
/@\ 4 d 4. FIRE, POTABLE, AND RECLAIMED IRRIGATION WATER TO BE
= PROVIDED BY GWD.

PLOT DATE:4/2/2020 11:19:12 AM

PLOT BY:Silvia, Pete

36—EXB SAVE DATE: 4/1/2020 2:11:43 PM
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FILTER MESH STEEL OR
STEEL OR . VATERAL APACHED o 1 / WOOD POST
i ‘

wooD POST 70 _POSTS AND
FILTER MATERIAL
4" x 4" EXTENDED INTO ANCHORED IN
TRENCH
COMFPACTED

TRENCH TRENCH
BACKFILL

RUNOFF

=l
M=lIIE

—-—'||||___———||||.__||||_.——

1 — SET POSTS & 2 — INSTALL 3 — BACKFILL 4 — CROSS SECTION OF
EXCAVATE TRENCH FILTER FABRIC TRENCH INSTALLED FILTER FABIC

SILT FENCE A
\c8/

NOT TO SCALE C8

CONSTRUCTION SPECIFICATIONS:
1. THE HEIGHT OF A SILT FENCE SHALL NOT EXCEED 36 INCHES. STORAGE HEIGHT AND PONDING HEIGHT SHALL NEVER EXCEED 18 INCHES.

2. THE FENCE LINE SHALL FOLLOW THE CONTOUR AS CLOSELY AS POSSIBLE. IF POSSIBLE, THE FILTER FABRIC SHALL BE CUT FROM A
CONTINUOUS ROLL TO AVOID THE USE OF JOINTS.

3. JOINTS, WHEN NECESSARY, SHALL BE SPLICED ONLY AT A SUPPORT POST, WITH A MINIMUM 6 INCH OVERLAP AND BOTH ENDS SECURELY
FASTENED TO THE POST.

4. POSTS SHALL BE SPACED A MAXIMUM OF 10 FEET APART AND DRIVEN SECURELY INTO THE GROUND (MINIMUM OF 12 INCHES). WHEN
EXTRA—STRENGTH FABRIC IS USED WITHOUT THE WIRE SUPPORT FENCE, POST SPACING SHALL NOT EXCEED 6 FEET.

5. TURN THE ENDS OF THE FENCE UPHILL.

6. A TRENCH SHALL BE EXCAVATED APPROXIMATELY 4 INCHES WIDE AND 6 INCHES DEEP ALONG THE LINE OF POSTS AND UPSLOPE FROM THE
BARRIER.

7. WHEN STANDARD-STRENGTH FILTER FABRIC IS USED, A WIRE MESH SUPPORT FENCE SHALL BE FASTENED SECURELY TO THE UPSLOPE SIDE
OF THE POSTS USING HEAVY DUTY WIRE STAPLES AT LEAST 1INCH LONG, TIE WIRES OR HOG RINGS. THE WIRE SHALL EXTEND INTO THE
TRENCH A MINIMUM OF 2 INCHES AND SHALL NOT EXTEND MORE THAN 36 INCHES ABOVE THE ORIGINAL GROUND SURFACE.

8. THE STANDARD-STRENGTH FILTER FABRIC SHALL BE STAPLED OR WIRED TO THE FENCE, AND 6 INCHES OF THE FABRIC SHALL EXTEND INTO
THE TRENCH. THE FABRIC SHALL NOT EXTEND MORE THAN 36 INCHES ABOVE THE ORIGINAL GROUND SURFACE. FILTER FABRIC SHALL NOT
BE STAPLED TO EXISTING TREES.

9. WHEN EXTRA—-STRENGTH FILTER FABRIC AND CLOSER POST SPACING ARE USED, THE WIRE MESH SUPPORT FENCE MAY BE ELIMINATED. IN
SUCH A CASE, THE FILTER FABRIC IS STAPLED OR WIRED DIRECTLY TO THE POSTS.

10. THE TRENCH SHALL BE BACKFILLED AND THE SOIL COMPACTED OVER THE TOE OF THE FILTER FABRIC.
11. SILT FENCES PLACED AT THE TOE OF A SLOPE SHALL BE SET AT LEAST 6 FEET FROM THE TOE IN ORDER TO INCREASE PONDING VOLUME.

12. SILT FENCES SHALL BE REMOVED WHEN THEY HAVE SERVED THEIR USEFUL PURPOSE, BUT NOT BEFORE THE UPSLOPE AREA HAS BEEN
PERMANENTLY STABILIZED AND ANY SEDIMENT STORED BEHIND THE SILT FENCE HAS BEEN REMOVED.

INSPECTION AND MAINTENANCE:
1. SILT FENCES AND FILTER BARRIERS SHALL BE INSPECTED WEEKLY AFTER EACH SIGNIFICANT STORM (1 INCH IN 24 HOUR). ANY REQUIRED
REPAIRS SHALL BE MADE IMMEDIATELY.

2. SEDIMENT SHOULD BE REMOVED WHEN IT REACHES 1/3 HEIGHT OF THE FENCE OR 9 INCHES MAXIMUM.
3. THE REMOVED SEDIMENT SHALL CONFORM WITH THE EXISTING GRADE AND BE VEGETATED OR OTHERWISE STABILIZED.

’ <
) 4

X )

FILL GRAVEL BAGS ONE HALF GATHER TOP OF GRAVEL BAG CARE SHOULD BE TAKEN TO STACK GRAVEL

FULL WITH GRAVEL. AND TIE SECURELY WITH BAGS IN ACCORDANCE WITH THE

HEAVY STRING. ILLUSTRATIONS. STAMP EACH GRAVEL BAG
INTO PLACE, COMPLETING EACH LAYER PRIOR
TO STARTING THE NEXT LAYER.

GRAVEL BAG BERM
NOT TO SCALE c8

€

Note:
Install fiber roll
along a level contour.

FINISHED GRADE

1°X1" STAKE AT FIBER ROLL
8" MINIMUM

Vertical spacing
measured along the
face of the slope
varies between
10" and 20

Install a fiber roll near
slope where it transitions
into a steeper slope

NOT TO SCALE C8

FIBER ROLLS 7T\
\¢c8/

CONSTRUCTION SPECFICATIONS:
1. FIBER ROLLS SHALL BE SPACED WITH NO GREATER THAN 20 FOOT INTERVALS FOR 4:1 (H:V) SLOPE AT LEVEL CONTOURS, OR 10 FOOT
INTERVALS FOR SLOPE OF 2:1 (H:V) AT LEVEL CONTOURS.

2. TURN THE ENDS OF THE FIBER ROLLS UPHILL.

3. DIG 8 INCH WIDE TRENCHES AT 3 INCH DEPTH ACROSS THE SLOPE ON THE CONTOUR. INSTALL FIBER ROLLS AND STAKE EVERY 4 FEET
PER MANUFACTURER’S RECOMMENDATION.

@ Stantec

111 East Victoria Street, Santa Barbara, CA 93101
Phone: (805) 963—9532
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GENERAL NOTES

1. SILT FENCE TO BE INSTALLED 5 NORTH FROM REMOVED
CONCRETE YARD BLOCKS FOLLOWING REMOVAL OF EXISTING
BEACH HOUSE.

EROSION CONTROL NOTES SCALE: 1'=20
INSTALL SILT FENCING PER 0 20 40 60
D —¢—pemaL A, THIS SHEET.

CONSTRUCT GRAVEL BAG
0o BERM PER DETAIL B, THIS
SHEET.

@—migezn™  PRELIMINARY EROSION CONTROL PLAN

LEGEND

T BEACH HOUSE RELOCATION

DRAINAGE FLOW

o STORM EVENT SAMPLING RlTZ_CARI_TON BACARA RESORT & SPA

LOCATION

CITY OF GOLETA, CALIFORNIA
4/01/2020
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5 WDE DECOMPQSED
GRANITE FOOT PATH )

(PER_ CMIL. PLANS
NO PLANT/ING THIS AREA

(D COASTAL BLUFF SCRUB
709 SF (0.016 AC))

CONTAINER PLANTED AREA

N EXISTING PALM
(PROTECT—IN—PLACE)

>\'\ ) /

() COASTAL BLUFF SCRUB
1,025 SF (0.024 AC)

CONTAINER PLANTED AREA

(D SALTGRASSFLATS
185 SF (0.004 AC.)

M CONTAINER PLANTED AREA

@ SALT GRASS FLATS
3,650 SF (0.084 AC.)

,]2"
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e
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_ 'W%%%%WW4%®§mw“‘\ 6"

>|
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@ @ Q@

@

Fr

Y

RESTORATION
PROJECT LIMITS

///\LMTS OF GRADING

CONTAINER PLANTED AREA

| TEM DESCRIPTION

] EXISTING GRADE

CREATE FLAT PLANTING BASIN/PERIMETER BERM

DEPTH OF ROOT BALL

TWO TIMES WIDTH OF ROOT BALL

WATER AND TAMP BACKFILL MIX WELL.

2 CONTROLLED RELEASE FERTILIZER PACKETS TO BE INCLUDED IN BACKFILL MIX (PER NOTES).
SCARIFY SIDES OF PLANTING PIT

ROOT BALL

CREATE BERM 6~ ABOVE WATERING BASIN

3" THICK SHREDDED BARK MULCH LAYER 18" RADIUS, HOLD BACK 3" FROM ROOT CROWN
ROOT CROWN OF SHRUB 17 ABOVE FINISH GRADE

| 1 GAL CONTAINER PLANT - COASTAL BLUFF SCRUB
NO SCALE

s el oINS S ENIN N

—_i

>

(PER CIVL PLANS)

% ,
/2 _
o

PLAN VIEW &/ SECTION VIEW
/‘FM,\
A\ I TEM DESCRIPTION
T ~p 1 FINISH GRADE
M/\\ 2 PLANTING BASIN (DEPTH OF ROOT BALL)
> 3 1 CONTROLLED RELFASE FERTILIZER PACKET TO BE INCLUDED IN BACKFILL MIX (PER NOTES).
5 WIDE DECOMPQSED Ry 4 WATER  AND TAMP BACKFILL MIX WELL.
?F?SQHEEIVIEO(F)’[A[F\])/%TH RN 5 SEE PLANTING LEGEND FOR SPACING
NO PLANTING THIS AREA 9 [E)EIF;TTTN(? FGRAR[?EOT BALL
H 8 TWO TIMES WIDTH OF ROOT BALL
AaL AP AND ROSE POT LINERS - SALT GRASS FLATS m
(PER CIVIL PLANS)
NO SCALE \__/
10 ) 0 10 210

SCALE IN FEET

PLANTING PLAN

CONTAINER PLANT LEGEND

COASTAL BLUFF SCRUB (0.04 ACRE/1,735 SF) PLANTING AREA
svweoL_EOTANGA: U NP SEAC COF oeaL G © @
% ARTEMISIA  CALIFORNICA CALIFORNIA  SAGEBRUSH 1 GALLON 3 S ® 49 29 20
ATRIPLEX LENTIFORMIS BIG SALTBUSH 1 GALLON 4 1 14 8 6
BACCHARIS PILULARIS COYOTE BRUSH 1 GALLON 4 1 7 4 3
ENCELIA CALIFORNICA CALIFORNIA BRITTLEBUSH 1 GALLON 3 3 49 29 20
ERIOGONUM PARVIFOLIUM SEACLIFF BUCKWHEAT 1 GALLON 3 S 37 22 15
ISOCOMA MENZIESII COAST GOLDENBUSH 1 GALLON 2’ 3 49 29 20
RHUS INTEGRIFOLIA LEMONADE BERRY 1 GALLON 5 1 ® 9 S 4
TOTAL= 214 126 84
SALT GRASS FLATS (0.09 ACRE/3,835 SF) PLANTING AREA
SYwBoL__BOTANCAL CQUNON  CONIAIER SACNG GROP oeraL Gk @ Q@
j‘_,rJIDEFr_,J;J DISTICHLIS SPICATA SALT GRASS ROSE POT LINERS 18" N/A ® 1,737 | 1,655 84
FRANKENIA SALINA ALKALI HEATH ROSE POT LINERS 24" S ® 244 | 232 12

TOTAL = 1,981 1,886 96

PLANTING AND SEEDING NOTES:

1.
2.

ALL GRADING, PLACEMENT OF SALVAGED AND STOCKPILED NATIVE SOIL, SOIL AMENDING, AND IRRIGATION SYSTEM INSTALLATION SHALL BE IN
PLACE AND FULLY OPERATIONAL AND APPROVED BY THE OWNER REPRESENTATIVE PRIOR TO PLANTING.

FOLLOWING PLACEMENT OF SALVAGED AND STOCKPILED NATIVE SOIL AND APPROVAL OF ROUGH GRADES BY THE OWNERS REPRESENTATIVE, THE
CONTRACTOR SHALL COLLECT A MINIMUM OF THREE S’)Fg SOIL SAMPLES AND ORDER AGRICULTURAL SUITABILITY ANALYSIS BY AN APPROVED
LABORATORY. AMENDMENTS MAY BE RECOMMENDED F INCORPORATION INTO THE EXISTING SOIL. SOIL AMENDMENTS ARE AN ADDITIONAL ITEM
NOT INCLUDED IN THIS CONTRACT.

CONTAINER PLANTS SPECIFIED HEREIN SHALL BE PROPAGATED THROUGH A CONTRACT—GROW AGREEMENT WITH A PRE—APPROVED NURSERY
SPECIALIZING IN NATIVE PLANTS.

CONTAINER PLANTS MATERIAL PROPAGULES/SEED SHALL BE CERTICIED AS HAVE ORIGINATED FROM FROM SANTA BARBARA COUNTY SOURCES, AS
PRACTICABLE. IF NOT AVAILABLE, MATERIALS ORIGINATING FROM SAN LUIS OBISPO OR VENTURA COUNTY MAY BE USED AS AN ALTERNATIVE, [F
APPROVED BY THE OWNER REPRESENTATIVE. GENETIC STOCK SHALL BE PURE. NO HYBRIDS OR NURSERY VARIETIES SHALL BE ACCEPTED.
CONTAINER PLANTS SHALL BE LOCATED PER THESE PLANS AND THE OWNER’S REPRESENTATIVE DIRECTION TO MIMIC NATURAL PLANT
DISTRIBUTION AND SHOULD NOT BE PLANTED IN UNIFORM ROWS. ONCE ALL THE CONTAINER PLANTS HAVE BEEN SPOTTED IN PLACE, THE
CONTRACTOR  SHALL ACQUIRE FINAL APPROVAL FROM THE OWNER REPRESENTATIVE PRIOR TO EXCAVATING PLANTING HOLES.

ALL CONTAINER PLANT MATERIALS SHALL BE ADEQUATE SIZE AND SHAPE FOR THEIR CONTAINER. ROOT BOUND, OR POORLY ROOTED PLANTS
WILL NOT BE ACCEPTED. ALL PLANTS SHALL BE FREE OF PESTS AND DISEASES, AND SHALL BE IN A HEALTHY AND VIGOROUS CONDITION. ALL
MAT/ERIALS REJECTED BY THE OWNER REPRESENTATIVE SHALL BE REMOVED FROM SITE AND REPLACED IN—KIND BY THE CONTRACTOR AT
HIS/HER EXPENSE.

ALL CONTAINER PLANTS MUST BE PLANTED WITHIN 10 WORKING DAYS FOLLOWING DELIVERY TO THE SITE. THE CONTRACTOR SHALL BE
RESPONSIBLE FOR WATERING. MAINTAINING IN OPTIMAL CONDITION AND PROTECTING ALL PLANTS AND MATERIALS STORED ON-—-SITE.

PLANTING SHALL ONLY OCCUR WHEN ENVIRONMENTAL CONDITIONS ARE FAVORABLE FOR SUCH ACTIVITIES, BASED ON STANDARD HORTICULTURAL
BEA%ATLIJ%EDSY PLANTING OR SEEDING SHALL NOT TAKE PLACE IF TEMPERATURES ARE UNREASONABLY HIGH, OR IF THE SITE IS EXCESSIVELY WET
PLANTING HOLES SHALL BE FILLED WITH WATER AND ALLOWED TO DRAIN COMPLETELY BEFORE PLANTING CONTAINER PLANTS.

. CONTAINER PLANTS SHALL BE PLANTED PER DETAILS A & B, THE LEGEND AND THESE NOTES, AND SHALL BE WATERED THOROUGHLY

IMMEDIATELY AFTER BEING PLANTED.

65% PROGRESS PLANS - NOT FOR CONSTRUCTION
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(D COASTAL BLUFF SCRUB
709 SF (0.016 AC))

5 WDE DECOMPQSED
GRANITE FOOT PATH

(PER_ CMIL. PLANS
NO PLANTING THIS AREA

CONTAINER PLANTED AREA

N EXISTING PALM
(PROTECT—IN—PLACE)

() COASTAL BLUFF SCRUB
1,025 SF (0.024 AC.)

CONTAINER PLANTED AREA

(D SALTGRASSFLATS
185 SF (0.004 AC.)

CONTAINER PLANTED AREA

NOTES:

1. REFER TO IRRIGATIO L ND E) FOR _IRRIGATION
COMPONENT SYMBO S, ADDITIONAL IRRIGATION
REQUIREMENTS

2. THIS IRRIGATION SYSTEM IS SHOWN DIAGRAMATICALLY, ALL
COMPONENTS AND LATERAL LINES WILL BE INSTALLED
WITHIN THE LIMITS OF THE PROJECT.

@ SALT GRASS FLATS
3,650 SF (0.084 AC.)

CONTAINER PLANTED AREA

RESTORATION
PROJECT LIMITS

LMTS OF GRADING
(PER CMIL PLANS)

P.0.C.. CONNECT TO EXISTING 4~
RECLAIMED WATER MAIN.
COORDINATE CONNECTION WITH
GENERAL CONTRACTOR. STATIC
WATER PRESSURE AT RECLAIMED
MAIN REQ. MIN 70 PSI.

METER LOCATED AT HOLLISTER
ROAD, SEE NOTES.

EXISTING 4" RECLAIMED
WATER MAIN

INSTALL MAINLINE WITHIN Ry
LIMITS OF NEW GRADING S~

5 WIDE DECOMPQSED T~
GRANITE FOOT PATH A

(PER_CIMIL. PLANS
NO PLANTING THIS AREA

42” HIGH BUCK AND
RAIL FENCE

(PER CIVIL PLANS)

SCALE IN FEET

-1

DRAWING

SHEET
OF

REMARKS

REVISIONS

DATE

BY

03/27/20
10786

JD/SFF

DESIGNED BY:
DRAWN BY:

SFF
JLM=JD

AS INDICATED @ 24"X36"

CHECKED BY:
SCALE:

¢
j| g )
]
> |
®
()
(5)
®
B£=| Y
Y | |
A —
X
@ \\_@
S .
ITEM DESCRIPTION

18" (MIN.) FROM EDGE OF TRAILS, ROADS, ETC. (where applicable)

GEAR DRIVEN MP ROTATOR SPRAY NOZZLE ON PRS SHRUB HEAD (SEE LEGEND)

IN—LINE DRAIN CHECK VALVE (SEE LEGEND FOR REQ.)

24~ SCH. 80 PVC RISER

RUBBER TWIST TIE TO SECURE HEAD AND RISER TO STAKE —MIN. 3

Signature
10-31-20
Renewal Date

#\

RECLAIMED PVC LATERAL LINE ON GRADE

SWING JOINT ASSEMBLY ATTACHED TO PVC PIPE FITTING (2" marlex st. ells)

48" #3 REBAR STAKE (min 18" into grade)

NO. 3 REBAR J—STAKE AT 10" 0O.C. (MAX.) AND AT PIPE

ENDS. (stakes to extend min. 12" into subgrade)

EXISTING GRADE

Zlol [©loo[N|oo|ur| |l —

—_

36~ MIN. ABOVE FINISH GRADE

IRRIGATION PLAN

SPRINKLER HEAD LEGEND see SHEET =2 FOR IRRIGATION EQUIPMENT LEGEND

SYMBOL  MANUF. MODEL NO. DESCRIPTION DETAIL ARC RADIUS PSI  GPM  NOTES
® — HUNTER  PROS-00-PRS40-R-MP1000-90 (90-210)  STREAM ROTATOR ON SHRUB HEAD (A 180 14 40 0.19 12 RBEQSSLTE gEDCleS!MTEg ACHIEVE HEAD 70 HEAD COVERAGE. BUT AVOID
® — HUNTER PROS-00-PRS40-R-MP1000-90 (90-210) STREAM ROTATOR ON SHRUB HEAD 180 14" 40 0.43 " OVERSPRAY TO ADJACENT OPENSPACE, TRAILS AND LANDSCAPED AREAS
® — HUNTER PROS—00-PRS40-R-MP2000-90 (90-210)  STREAM ROTATOR ON SHRUB HEAD 90 20° 40 0.40 3. ADJUST TO PREVENT LOW HEAD DRAINAGE
® — HUNTER  PROS-00-PRS40-R-MP2000-90 (90-210)  STREAM ROTATOR ON SHRUB HEAD 180 19° 40 0.74
® HUNTER  PROS-00-PRS40-R-MP2000-360 (360) STREAM ROTATOR ON SHRUB HEAD (A 360 19° 40 1.47
SYMBOL MANUF.  MODEL NO. DESCRIPTION DETAIL  PSI GPH NOTES*
T L AG_19_Dr_ PRESSURE COMPENSATING. NON—=DRAINING FOR SALT GRASS FLATS PLANTING AREA ADJACENT TO TRAIL: SPACE
—- HUNTER — HDL=09-12-PC-R PROFESSIONAL |ANDSCAPE DRIPLINE — RECLAIMED 009 Rows AT A MAXMUM OF 12" 0/C FOR LENGTH OF PLANTING AREA,

* CONNECT WITH HUNTER PLD—LOC FITTINGS.

STAKE. SET TO 40

PSI OPERATING PRESSURE

BURY 2—3" DEEP IN PLACED TOPSOIL AND STAKE MIN.

PURPLE STRIPED RECLAIMED.

EVERY 5 O/C AND AT ALL CHANGES OF DIRECTION WITH 6" WIRE

ROTATOR SPRINKLER HEAD DETAIL

P

NO SCALE ON-GRADE-RECLAIMED

ITEM DESCRIPTION

COMPATABLE PLD—LOC BARB FITTINGS
HDL—R (RECLAIMED) DRIP LINE

TOP 2—3" OF TOPSOIL

6 WIRE U—STAKE AT 5 0.C. (MAX.) AND AT PIPE
TOPSOIL

1/2” SCH 80 NIPPLE

PVC—R LATERAL LINE (BURIED)

PVC SCH 80 TEE OR ELL (1YP)

O[O (NN —

/8 LANDSCAPE DRIPLINE DETAIL

605 Third Street Encinitas, CA 92024
760.942.5147 Fax 760.942.9976

C

NO SCALE BELOW GRADE-RECLAIMED

65% PROGRESS PLANS - NOT FOR CONSTRUCTION
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IRRIGATION EQUIPMENT LEGEND

SYMBOL MANUF. MODEL NO DESCRIPTION DETAIL NOTES
N/A N/A N/A 2” RECYCLED (RECLAIMED) WATER METER N.A.  EXISTING WATER METER LOCATED AT HOLLISTER ROAD AT ENTRANCE
POINT OF CONNECTION (P.O.C.) N.A.  CONNECT TO EXISTING 4” RECLAIMED WATER LINE.
>.0.C. N/A N/A MIN. REQ. PSI = 70
_ _ » » OR APPROVED EQUAL. SET INSIDE STEEL EXPANDED METAL COVER. LOCK
>« WATTS Q08 el 142 AND Lol 2 REDUCED PRESSURE BACKFLOW (C)  WITH PADLOCK BACKFLOW PREVENTER MUST BE CERTIFIED BY GOLETA
EXPANDED METAL GOVER WATER DISTRICT APPROVED TESTER PRIOR TO ACTIVATION. EQUIPMENT
SHALL BE CLEARLY MARKED/TAGGED: 'CAUTION: RECYCLED WATER — DO
NOT DRINK’
WILKENS 500 HR—1 1/2" 1 1/2” PRESSURE REGULATOR (C)  PART OF BACKFLOW PREVENTER ASSEMBLY
NODE 4—STATION NODE BATTERY INSTALL IN MASTER VALVE VALVEBOX. PROGRAM IN CONSULTATION
™ HUNTER NODE—400 W/ 458200 QPERATED CONTROLLERS W/ DC '
OPERATED CONTROL / © W/ THE CLIENT REPRESENTATIVE.
1” PLASTIC PRESSURE_REGULATING ®  INSTALL IN 'PURPLE’ RECLAIMED VALVE BOX. BOLT VALVE BOX LID
HUNTER PGV—100G—DC—R REMOTE CONTROL MASTER VALVE SHUT UPON INSTALLATION (STAMP MASTER VALVE ON TOP OF VALVE
W/ 458200 RECLAIMED’ W/ DC LATCHING BOX). NORMALLY CLOSED. INSTALL CONTROLLER IN VALVE BOX
SOLENOID AND" RECLAIMED WATER ID
HANDLE
1” PLASTIC PRESSURE REGULATING () INSTALL IN 'PURPLE’ RECLAIMED VALVE BOX. BOLT VALVE BOX LID
“ HUNTER PGV—100G—DC—R REMOTE CONTROL ZONE VALVE SHUT UPON INSTALLATION (STAMP VALVE NUMBER ON TOP OF VALVE
W/ 458200 RECLAIMED’ W/ DC LATCHING BOX). NORMALLY CLOSED.
SOLENOID AND" RECLAIMED WATER ID
HANDLE
1” PLASTIC PRESSURE REGULATING (F)  INSTALL IN 'PURPLE’ RECLAIMED VALVE BOX. BOLT VALVE BOX LID
S HUNTER ICZ-101—-LF-R—-40 REMOTE CONTROL MASTER VALVE SHUT UPON INSTALLATION (STAMP VALVE NUMBER ON TOP OF VALVE
Wr—Z 458200 _& RECLAIMED’ W/ DC_LATCHING BOX%. NORMALLY CLOSED. SET TO 40 PSI TO MAINTAIN PROPER
HFR—100—-075 SOLENOID, BASKET FILTER AND PRESSURE TO ALL EMITTERS. MIN. REQ. FILTRATION:
RECLAIMED WATER ID HANDLE
® KB BLOCKED TRUE UNION ~ PVC SCH 80 BALL VALVE (G)  FOR ISOLATION OF VALVE MANIFOLDS, SET BELOW GRADE IN
BALL VALVE (SIZE PER PLAN) LOCKING 'PURPLE’ RECLAIMED VALVE BOX. (LINE SIZE, TYPICAL).
QUICK COUPLING WITH PURPLE INSTALL IN LOCKING 'PURPLE’ RECLAIMED VALVE BO”X LID SHUT
® HUNTER HQ=5-LRC=R RECLAIMED RUBBER CAP AND () AND LOCKED UPON INSTALLATION. USE MIN. 1 1/2” SCH 40 PVC
VALVE KEY STAKED ON GRADE TO CONNECT TO MAINLINE FOR ISOLATED RUNS
SET IN 18" (MIN.) DEEP TRENCH FOR LENGTH DEPICTED ON PLANS.
PRESSURE 5" SCH 40 ()  SLEEVE AT ALL ROAD CROSSINGS IN 2X DIA. PVC. INSTALL THRUST
smm— L INLINE BURIED IRRIGATION MAINLINE BLOCKS AT ALL VERTICES AND CHANGES OF DIRECTION (PER
(BURIED) NOTES). SIZE PER PLAN.

LATERAL LINE

SCH 40 PVC—UV—R
(BURIED)

______ SLEEVING SCH 40 PVC

PURPLE RECLAIMED PVC
LATERAL LINE (SEE PLAN
AND LEGEND FOR SIZE)

SLEEVING AT TRAIL CROSSINGS.
LINE TO BE 2X PIPE SIZE IT
WILL CARRY

®&®

N.A.

STAKED ON_GRADE ON GRADE AT EVERY 10, IRRIGATION HEADS AND
VERTICES. SIZE PER PLAN. SLEEVE AT ALL TRAIL CROSSINGS PER

SLEEVING NOTE. MUST BE 'PURPLE’ AND BE CLEARLY MARKED
"CAUTION RECLAIMED — DO NOT DRINK’

STAKE SLEEVES TO BOTTOM OF TRENCHES. STAKES SHALL BE

36" O/C & EXTEND 18" INTO SOIL. SLEEVING SHALL BE 18"
BELOW GRADE. INSTALL METALLIC BACKED MARKING TAPE ALONG

LENGTH 12" ABOVE SLEEVE LABELED ’IRRIGATION’ IN 2" CAPITAL
LETTERS @ EVERY 3.

*  FLOW—CLICK (FCT—150) FLOW SENSOR WILL NOT OPERATE WHEN OPERATED UNDER DC POWER. VERIFY THAT THE FLOW SENSOR IS COMPATIBLE WITH AC POWER

PRIOR TO OPERATION.

TYPICAL VALVE CALL-OUT & CONTROLLER REFERENCE:

1

2‘¥TOTAL GALLONS PER MINUTE FOR VALVE

VALVE SIZE (SEE PLANS)

GENERAL IRRIGATION NOTES:

CONTROLLER & VALVE STATION NUMBER

1.

INSTALLED BASED ON THE PLANTING LAYOUT.

/0 PSI MIN. STATIC PRESSURE REQUIRED AT P.O.C. TO OPERATE SYSTEM. A 1
SIGNIFICANT REDUCTION IN AVAILABLE PRESSURE MAY REQUIRE REDESIGN OF

SYSTEM TO ADEQUATELY OPERATE SPRAY HEADS AND IRRIGATION EMITTERS.

IRRIGATION SYSTEM IS SHOWN DIAGRAMMATICALLY, SYSTEM LAYOUT SHALL BE 2. BURIED THRUST BLOCKS SHALL BE CONSTRUCTED AT THE OUTSIDE EDGE OF AN ELBOW OR

PRIOR TO INSTALLATION OF MULCH, DOWNSTREAM OF A TEE. AND ON—GRADE THRUST BLOCKS SHALL COMPLETELY ENCASE PIPES.

THRUST BLOCKS:

THRUST BLOCKS SHALL BE INSTALLED ALONG THE LENGTH OF THE MAINLINE AT ALL CHANGES OF
BLBFE\CIEI_T%ON (TEES, ELBOWS), AT STOPS OR ENDS, AND AT EQUIPMENT DEPICTED IN THE LEGEND OR

THE SYSTEM SHALL BE TESTED AND ADJUSTED TO ACHIEVE ADEQUATE AND EVEN 3. ALL CONCRETE THRUST BLOCK BEARING FACES SHALL BE POURED AGAINST UNDISTURBED SOIL OR 90%

SATURATION OF SOIL WITHIN THE DRIPLINE OF ALL CONTAINER PLANTS.

FOR DRIPLINE: A SATURATION COVERAGE CHECK IS REQUIRED BY THE CLIENT
REPRESENTATIVE PRIOR TO FINAL DRIPLINE STAKING AND BACKFILL.

THIS IRRIGATION PLAN IS DESIGNED AS A TEMPORARY SYSTEM WITH
DEACTIVATION AFTER SUITABLE ESTABLISHMENT OF NATIVE VEGETATION HAS
BEEN ACHIEVED, AS DETERMINED BY THE CLIENT REPRESENTATIVE.

INITIAL OPERATION AND RUNOFF TEST SHALL BE CONDUCTED FOR EACH

VALVE ON THE SYSTEM UNDER THE SUPERVISION OF THE PROJECT

BIOLOGIST.

THE INITIAL IRRIGATION SCHEDULE AND MAXIMUM RUN TIME SHALL BE

COMPACTED BACKFILL.. ON—GRADE THRUST BLOCKS SHALL BE POURED INTO A TEMPORARY
CONSTRUCTED FORM FOR ALL EXPOSED BERING FACES.

4. A MINIMUM APWA CLASS 2000 PORTLAND CEMENT CONCRETE SHALL BE USED ON ALL THRUST BLOCKS.
S. FITTINGS SHALL BE ENCASED IN AN 8 MIL VINYL WRAP PLASTIC COVER.
6. THRUST BLOCKS SHALL BE A MINIMUM OF 1.5 CUBIC FEET, UNLESS OTHERWISE DEPICTED.

LATERAL LINE PIPE SIZING CHART

DETERMINED BY MEASURING THE TIME OF OPERATION THAT RESULTS IN

ADEQUATE SATURATION OF SOIL SURROUNDING ALL PLANTINGS, BUT DOES IRRIGATION GPM MIN. PIPE SIZE PIPE TYPE
NOT RESULT IN RUNOFF ONTO THE TRAIL, OR OUTSIDE OF THE PROJECT .

AREA. THE VALVES SHALL BE TURNED ON AND ALLOWED TO OPERATE O — 8.5 3/4 PVC SCH 40
UNTIL ADEQUATE SATURATION IS OBSERVED. THE TIME RECORDED SHALL ~

BE THE MAXIMUM RUN TIME FOR EACH VALVE. THE IRRIGATION SCHEDULE 5 — 12.5 1 PVC SCH 40
AND MAXIMUM, RUN, TIVE SHALL BE REVIEWED' AT AN INTERVAL,

T S B NGO o A BT Fepresgme. P 7 SR
ADJUSTED. AS NEEDED BASFD ON CURRENT WEATHER CONDITONS, 22 = 989 1 1/2 S tH
HEALTH. ’ 345 — K45 27 PVC SCH 40

THE IRRIGATION SCHEDULE AND MAXIMUM RUN TIME SHALL BE REVIEWED

AT AN INTERVAL ESTABLISHED BY THE CLIENT REPRESENTATIVE WITH VALVE
RUN TIMES ADJUSTED AS APPROPRIATE PER THE RECOMMENDATION OF THE
PROJECT BIOLOGIST, BASED ON PLANT ESTABLISHMENT AND SEASONAL

CONDITIONS.

5
) T 12"MIN. , IJ_
METER 6’ MAX. @/ l ®
FROM PRESSURE
METER — ||’ ‘“ —~——  MAINLINE TO
&) (2) (2) &) MASTER VALVE
ITEM | NO. DESCRIPTION
1 1 REDUCED PRESSURE BACKFLOW PREVENTER (RPBP), SEE LEGEND
2 4 RED BRASS 90 °ELBOW
3 2 RED BRASS RISER
4 1 RESILIENT SEATED BALL VALVE (part of RPBP assembly)
5 1 PRESSURE REGULATOR, SEE LEGEND
6 1 18” MIN. DEPTH
7 |VARIES| SHORT RED BRASS NIPPLES (AS REQUIRED)
8 2 PVC SCH 80 FEMALE ADAPTER TO MAINLINE
9 — | COMPACT SUBGRADE TO 90%
10 | 1 4” THICK X 12” WIDE CONCRETE (2000 P.S.. PAD, W/ 2% CROSS PITCH)
11 — | PVC MAINLINE, SEE LEGEND
2] 2 RED BRASS UNION
13 | 1 EXPANDED STEEL ENCLOSURE

POST

7o BACKFLOW PREVENTER ASSEMBLY

IN LOCKED CAGE

:\__/ NoscAE
2
0 DY
' ||
o
|| B —

ITEM

DESCRIPTION

'PURPLE’ PVC LATERAL PIPE, SEE LEGEND

NO. 4 REBAR J STAKE (SET 12" INTO GRADE MIN.)

CONTROL MODULE, MOUNT TO INSIDE OF VALVE BOX W/2, 1/4"x1" SCREWS

CONTROL WIRES, BUNDLE AND TAPE (INCLUDE A MIN OF 4" OF

EXTRA WIRE COILED INTO VALVE BOX)

WATER PROOF WIRE CONNECTORS

LOCKABLE VALVE BOX — PURPLE — RECIAIMED (SEE NOTES)

FINISH GRADE/EXISTING GRADE

MIN. BURIED DEPTH: MAINLINE 18" (IN)/LATERALS 12~ (OUT)

OO0 | P IHIN|—

DC LATCHING SOLENOID

REMOTE CONTROL VALVE — PURPLE HANDLE — RECLAIMED (SEE LEGEND)

PVC SCH 80 NIPPLE (TYP). TEFLON TAPE THREADS.

PVC SCH 80 ELL

(TYP)

REMOTE CONTROL VALVES CONTINUE BELOW GRADE DOWNSTREAM OF VALVE

PVC MAINLINE PIPE FROM BACKFLOW PREVENTOR, SEE LEGEND

SHORT NIPPLES PVC, SCH 80 (typ)

UNION (BRASS)

3.0—INCH MINIMUM DEPTH OF PEA GRAVEL SUMP

SHORT NIPPLE (BRASS)

BRICK OR BLOCK SUPPORTS

N_\_\_\_\_\_\_\_\_\_\
OO |00|IN|O| U ININ|— 1O

OVERHEAD SPRAY ON—GRADE DOWNSTREAM OF VALVE

o\ MASTER CONTROL VALVE

U NO SCALE

WITH CONTROLLER

65% PROGRESS PLANS - NOT FOR CONSTRUCTION
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760.942.5147 Fax 760.942.9976

] ®©
3% I
oo
2} o
52898
N LN
émmﬁﬂ
<ELIJE(])O"
SET5o
roesh 3
W<<o =<
FoaZz O
< o
= 5
O
1]
o
iz
n o
Z U)CZ>
EZQE
D_OI—fI)
Has
Z o O0
A w
O Swg
— T 0O
N I
(DED:%
x4
r Sov
= <
M
5
<
T

C: \Users\sfraser\Desktop\ _TEMP\10786 Bacara Beach\Construction Documents\IR_10786_032620.dwg 03/27/20



A2 06

ITEM

DESCRIPTION

'PURPLE" PVC LATERAL PIPE, SEE LEGEND

NO. 4 REBAR J STAKE (SET 12" INTO GRADE MIN.)

CONTROL MODULE, MOUNT TO INSIDE OF VALVE BOX W/2, 1/4"x1" SCREWS

CONTROL WIRES, BUNDLE AND TAPE (INCLUDE A MIN OF 4" OF

EXTRA WIRE COILED INTO VALVE BOX)

WATER PROOF WIRE CONNECTORS

LOCKABLE VALVE BOX (SEE SPECS)

FINISH GRADE /EXISTING GRADE/TOP OF MULCH

MIN. BURIED DEPTH: MAINLINE 18" (IN)/LATERALS 12" (OUT)

DC LATCHING SOLENOID

REMOTE CONTROL VALVE (SEE LEGEND)

PVC SCH 80 NIPPLE (TYP). TEFLON TAPE THREADS.

PVC SCH 80 ELL (TYP)

OVERHEAD SPRAY ON—GRADE DOWNSTREAM OF VALVE

PVC MAINLINE PIPE FROM ISOLATION VALVE, SEE LEGEND

SHORT NIPPLES PVC, SCH 80 (typ)

UNION (BRASS)

3.0—INCH MINIMUM DEPTH OF PEA GRAVEL SUMP

SHORT NIPPLE (BRASS)

BRICK OR BLOCK SUPPORTS

E

REMOTE CONTROL ZONE VALVE

C) e e e e I Py (X ee] NV o) (G I (SN IS T B

NO SCALE ROTATOR SPRAY VALVES
b ®
4) //////////,/4-’
(5)
(6) -
@) ©
(8) =
O "~ =
@ |__—— |
(D 14
(2 3
|
ITEM DESCRIPTION

QUICK COUPLER KEY W/SWIVEL HOSE ELL

PLASTIC PURPLE RECLAIMED VALVE BOX WITH LOCKING LID

18" FROM EDGE OF PATHS, ETC

FINISH GRADE

QUICK COUPLER VALVE, SEE LEGEND

1 CU. FT. (min) PEA GRAVEL SUMP

BRICK OR CONC. BLOCK SUPPORTS ON COMPACTED SOIL

1
2
3
4
5 |PURPLE RECLAIMED RUBBER COVER
6
7
8
9

COMPACT SUBGRADE TO 90% COMPACTED SUBGRADE

10 |8"x 8"x8” CONCRETE THRUST BLOCK ON 90% COMPACTED NATIVE GRADE

11 | RED BRASS NIPPLE (length as required)

12 | RED BRASS THREADED ELL

13 [ PVC MAINLINE PIPE, SEE LEGEND

14 |PVC SCH 80 MALE ADAPTER (slip x thread)

NO SCALE

/1 QUICK COUPLER VALVE DETAIL
—/

151 6N 7

ITEM

DESCRIPTION

PVC

LATERAL PIPE, SEE LEGEND

PRESSURE REGULATING BASKET FILTER

CONTROL MODULE, MOUNT TO INSIDE OF VALVE BOX W/2, 1/4"x1" SCREWS

CONTROL WIRES, BUNDLE AND TAPE (INCLUDE A MIN OF 4~ OF

EXTRA WIRE COILED INTO VALVE BOX)

WATER PROOF WIRE CONNECTORS

LOCKABLE VALVE BOX — 'PURPLE RECLAIMED (SEE LEGEND)

FINISH GRADE/EXISTING GRADE/TOP OF MULCH

18" DEPTH FOR MAINLINE/LATERALS IN & OUT OF VALVE BOX

DC LATCHING SOLENOID

REMOTE CONTROL VALVE (SEE LEGEND)

PVC

SCH 80 NIPPLE (TYP). TEFLON TAPE THREADS.

PVC

SCH 80 ELL (TYP)

BRICK OR BLOCK SUPPORTS

PVC

MAINLINE PIPE FROM [SOLATION VALVE, SEE LEGEND

SHORT NIPPLES PVC, SCH 80 (typ)

UNION (PVC)

12 P I e N Py (2o N o) (& R RN (N ST B

JENNL) RSN N PENSS Y PENNLN) S N) PESSN) ENEN) [

3.0—INCH MINIMUM DEPTH OF PEA GRAVEL SUMP

/£ REMOTE CONTROL VALVE W/ BASKET FILTER

C

NO SCALE FOR DRIPLINE

18" (MIN.)
12"

) o

I TEM DESCRIPTION

1 FINISH GRADE (BURIED MAINLINE)

2 NATIVE SOIL BACKFILL FREE OF ROCKS AND DEBRIS, SATURATE AND
AND COMPACT BACKFILL TO 90%

3 CLEAN BACKFILL OVER AND AROUND PIPE, NO ROCKS OR DEBRIS

4 PVC IRRIGATION PIPE, SEE PLANS AND LEGEND

) LEVEL AND COMPACT TRENCH BED BEFORE PIPE PLACEMENT

6 TAPE CONTROL WIRES TO BOTTOM OF PIPE

/ EXISTING GRADE

MAINLINE DETAIL

(1
-/

NO SCALE

ITEM DESCRIPTION

THREADED BRONZE BALL VALVE

PVC MAINLINE PIPE FROM P.O.C.
PLASTIC 'PURPLE’ RECLAIMED VALVE BOX
WITH LOCKING LID, (SEE NOTES)

FINISH GRADE

2" ABOVE FINISH GRADE

6° DEEP (MIN.) PEA GRAVEL SUMP

COMPACTED SUBGRADE TO 90%

BRICK OR CONC. BLOCK SUPPORTS ON COMPACTED SOIL
18" DEPTH FOR MAINLINE

PVC LATERAL PIPE TO SPRINKLER HEADS

BRASS UNION

— (=] O] 00| [O]| U1 WIN[—

—[O

s\ MANUAL CONTROL BALL VALVE

NO SCALE WITH UNION

P

65% PROGRESS PLANS - NOT FOR CONSTRUCTION
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605 Third Street Encinitas, CA 92024
760.942.5147 Fax 760.942.9976
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